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stores hazardous waste under a 40 CFR 
part 270, subpart J standardized per-
mit, except as provided in § 267.1(b). 

§ 267.11 What must I do to comply with 
this subpart? 

To comply with this subpart, you 
must obtain an identification number, 
and follow the requirements below for 
waste analysis, security, inspections, 
training, special waste handling, and 
location standards. 

§ 267.12 How do I obtain an identifica-
tion number? 

You must apply to EPA for an EPA 
identification number following the 
EPA notification procedures and using 
EPA form 8700–12. You may obtain in-
formation and required forms from 
your state hazardous waste regulatory 
agency or from your EPA regional of-
fice. 

§ 267.13 What are my waste analysis 
requirements? 

(a) Before you treat or store any haz-
ardous wastes, you must obtain a de-
tailed chemical and physical analysis 
of a representative sample of the 
wastes. At a minimum, the analysis 
must contain all the information need-
ed to treat or store the waste to com-
ply with this part and 40 CFR part 268. 

(1) You may include data in the anal-
ysis that was developed under 40 CFR 
part 261, and published or documented 
data on the hazardous waste or on haz-
ardous waste generated from similar 
processes. 

(2) You must repeat the analysis as 
necessary to ensure that it is accurate 
and up to date. At a minimum, you 
must repeat the analysis if the process 
or operation generating the hazardous 
wastes has changed. 

(b) You must develop and follow a 
written waste analysis plan that de-
scribes the procedures you will follow 
to comply with paragraph (a) of this 
section. You must keep this plan at the 
facility. If you receive wastes gen-
erated from off-site, and are eligible for 
a standardized permit, you also must 
have submitted the waste analysis plan 
with the Notice of Intent. At a min-
imum, the plan must specify all of the 
following: 

(1) The hazardous waste parameters 
that you will analyze and the rationale 
for selecting these parameters (that is, 
how analysis for these parameters will 
provide sufficient information on the 
waste’s properties to comply with para-
graph (a) of this section). 

(2) The test methods you will use to 
test for these parameters. 

(3) The sampling method you will use 
to obtain a representative sample of 
the waste to be analyzed. You may ob-
tain a representative sample using ei-
ther: 

(i) One of the sampling methods de-
scribed in appendix I of 40 CFR part 
261; or 

(ii) An equivalent sampling method. 
(4) How frequently you will review or 

repeat the initial analysis of the waste 
to ensure that the analysis is accurate 
and up to date. 

(5) Where applicable, the methods 
you will use to meet the additional 
waste analysis requirements for spe-
cific waste management methods as 
specified in 40 CFR 264.17, 264.1034(d), 
264.1063(d), and 264.1083. 

§ 267.14 What are my security require-
ments? 

(a) You must prevent, and minimize 
the possibility for, livestock and unau-
thorized people from entering the ac-
tive portion of your facility. 

(b) Your facility must have: 
(1) A 24-hour surveillance system (for 

example, television monitoring or sur-
veillance by guards or facility per-
sonnel) that continuously monitors 
and controls entry onto the active por-
tion of the facility; or 

(2) An artificial or natural barrier 
(for example, a fence in good repair or 
a fence combined with a cliff) that 
completely surrounds the active por-
tion of the facility; and 

(3) A means to control entry, at all 
times, through the gates or other en-
trances to the active portion of the fa-
cility (for example, an attendant, tele-
vision monitors, locked entrance, or 
controlled roadway access to the facil-
ity). 

(c) You must post a sign at each en-
trance to the active portion of a facil-
ity, and at other prominent locations, 
in sufficient numbers to be seen from 
any approach to this active portion. 
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The sign must bear the legend ‘‘Dan-
ger—Unauthorized Personnel Keep 
Out.’’ The legend must be in English 
and in any other language predominant 
in the area surrounding the facility 
(for example, facilities in counties bor-
dering the Canadian province of Quebec 
must post signs in French, and facili-
ties in counties bordering Mexico must 
post signs in Spanish), and must be leg-
ible from a distance of at least 25 feet. 
You may use existing signs with a leg-
end other than ‘‘Danger—Unauthorized 
Personnel Keep Out’’ if the legend on 
the sign indicates that only authorized 
personnel are allowed to enter the ac-
tive portion, and that entry onto the 
active portion can be dangerous. 

§ 267.15 What are my general inspec-
tion requirements? 

(a) You must inspect your facility for 
malfunctions and deterioration, oper-
ator errors, and discharges that may be 
causing, or may lead to: 

(1) Release of hazardous waste con-
stituents to the environment; or 

(2) A threat to human health. You 
must conduct these inspections often 
enough to identify problems in time to 
correct them before they result in 
harm to human health or the environ-
ment. 

(b) You must develop and follow a 
written schedule for inspecting, moni-
toring equipment, safety and emer-
gency equipment, security devices, and 
operating and structural equipment 
(such as dikes and sump pumps) that 
are important to preventing, detecting, 
or responding to environmental or 
human health hazards. 

(1) You must keep this schedule at 
the facility. 

(2) The schedule must identify the 
equipment and devices you will inspect 
and what problems you look for, such 
as malfunctions or deterioration of 
equipment (for example, inoperative 
sump pump, leaking fitting, etc.). 

(3) The frequency of your inspections 
may vary for the items on the sched-
ule. However, the frequency should be 
based on the rate of deterioration of 
the equipment and the probability of 
an environmental or human health in-
cident if the deterioration, malfunc-
tion, or any operator error goes unde-
tected between inspections. Areas sub-

ject to spills, such as loading and un-
loading areas, must be inspected daily 
when in use. At a minimum, the in-
spection schedule must include the 
items and frequencies required in 
§§ 267.174, 267.193, 267.195, 267.1103, and 40 
CFR 264.1033, 264.1052, 264.1053, 264.1058, 
and 264.1083 through 264.1089, where ap-
plicable. 

(c) You must remedy any deteriora-
tion or malfunction of equipment or 
structures that the inspection reveals 
in time to prevent any environmental 
or human health hazard. Where a haz-
ard is imminent or has already oc-
curred, you must take remedial action 
immediately. 

(d) You must record all inspections. 
You must keep these records for at 
least three years from the date of in-
spection. At a minimum, you must in-
clude the date and time of the inspec-
tion, the name of the inspector, a nota-
tion of the observations made, and the 
date and nature of any repairs or other 
remedial actions. 

§ 267.16 What training must my em-
ployees have? 

(a) Your facility personnel must suc-
cessfully complete a program of class-
room instruction or on-the-job training 
that teaches them to perform their du-
ties in a way that ensures the facility’s 
compliance with the requirements of 
this part. You must ensure that this 
program includes all the elements de-
scribed in the documents that are re-
quired under paragraph (d)(3) of this 
section. 

(1) A person trained in hazardous 
waste management procedures must di-
rect this program, and must teach fa-
cility personnel hazardous waste man-
agement procedures (including contin-
gency plan implementation) relevant 
to their employment positions. 

(2) At a minimum, the training pro-
gram must be designed to ensure that 
facility personnel are able to respond 
effectively to emergencies by including 
instruction on emergency procedures, 
emergency equipment, and emergency 
systems, including all of the following, 
where applicable: 

(i) Procedures for using, inspecting, 
repairing, and replacing facility emer-
gency and monitoring equipment 
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